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4 x Unused NIIGATA 1SV32CLX  6.2mw 50Hz HFO Power Generating Sets
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Price US $12.075 MM FOB SE Asia

According to this quotation and the specification below,

A
SPECIFICATION

GENERAL SPECIFICATION
-

Application:


Land use, indoor type and continuous operation duty

Rated Output:


6,200 Kw at generator terminal

Oty of Diesel Generator:
4 Set (s)

Fuel: 



Heavy fuel Oil

Cooling Method: 

Two flow cooling system with cooling tower

Running hours
:

ZERO HOUR (never been run)

DIESEL ENGINE


Manufacturer:


Niigata

Model:



1SV32CLX

Type:



4 Cycle, compression ignition, water cooled,



turbocharged type with charge air cooler

No/ arrangement of 18 Cyls:
Nee form

Cylinder Bore:


320 mm

Piston Stroke;


420 mm

Rated Output:


5,727 PS (6,419 KWm) for 6,200 Kwe at Generator Terminal

Rated Speed:


600 rpm

Rotation:


Clockwise viewing from flywheel end

Overall length:


Approx 7,500 mm

Overall Width:


Approx 3,560 mm

Overall Height
:

Approx 3,600 mm

Engine Weight (dry):

Approx. 63.5 tonne

SYNCHRONOUS GENERATOR

Manufacturer:


Nishishiba

Type:



Self ventilating, revolving field, salle nt pole brushless type

Degree of Protection:

TF 20

Rated Capacity:

7,750 KVA

Power Factor:


80% lagging

Equivalent power:

6,200 kWe at Generator Terminal

Frequency:


50 Hz

No. Of Poles:


10

No Of Phase and Wire:
3 Phase. 3 Wire

No. Of Terminals:

4

Rated Speed:


600 RPM

Rated Voltage:

6300V

Rated Current:


711A

Insulation Class:

F

Cooling Type Between Engine & Generation:
Rigidly Coupled

Bearing:


Two Sleeve Metals

Lubrication:


Forced Lubrication

Fuel oil consumption: 193 g/kWh at - ISO conditions, - LCV 10,200 kcal/kg;- ± 5% toleranc4. Lube oil consumption: 7.9 – 10.5 kg/h (about 208 – 277 ltr/24h) at 100% load and± 10% tolerance
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