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2 x 1987  Niigata  16V32CX  5Mw  50hz 3300v HFO Power Plants & Large Spares Package
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TERMS AND CONDITIONS

Asking Price (Loaded on Truck, Japan), including spares US $520,000
Dismantled/Stored:




Hokkaido, Japan.
Offer:






Loaded on Truck, Japan)
Spares;
5 years of spare parts including reconditioned cylinder liner, brand new turbo charger and many other spare parts
Plant Condition:  




GOOD
Payment:





100% by. T.T. before leaving yard

Manufacturer:





Niigata  
Model;






16V32CX
Quantity:





2





Rating:






5mw 
YOM:






1987 march 
Voltage;





3300volt 
Frequency:





50hz
Generator;





Shinko generator 

Fuel:






Banker C HFO

Speed:






7200ps 750rpm
Cylinders;





16 Cylinders 

Cylinder dia:





320mm
Stroke;






360mm
Actual average effected pressure:


18.4 kg/cm2
Average piston speed:



9mtr/sec
Starter method:




Compress air start
Fuel method:





Direct ignition type
Turbo charge type:
Exhaust turbo charge type with air cooled unit
Cooling method:




Water cooled 2nd cooling method
Duplication method:




Force supply oil method
Set up method:




Direct fix set unit type
Turning method:




Electric type
Fuel;






HFO A and HF C
Weight of generator abt.:



57 tons
Price FOB Japan site for 2 units including spares us$ 450,000
Attached the photos before dismantling 
Maintenance History
No.1 lot
Total running hour:




114,382 hour
Hours Since Last OH:




3,871 hour
Cylinder head overhaul, maintained the each valve
Piston take out and maintenance.
Main shaft overhaul, check
Horning process
Cleaner over haul, maintenance.
Each filter   clean
Each part adjustment
A/C LO cooler cleaning
Ck gear checked
No.2 lot 
Total running hour:




113,771 hours
Hours Since Last OH:




3,743 hour
Cylinder head overhaul, maintained the each valve
Piston take out and maintenance.
Main shaft overhaul, check
Horning process
Cleaner over haul, maintenance.
Each filter   clean
Each part adjustment
A/C LO cooler cleaning
Ck gear checked
** Final maintenance over haul was on May 2006 and changed all the Consumer Parts.
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Spare Parts List
Reconditioned Parts
Reconditioned cylinder liner 



20 pcs
Reconditioned cylinder head 



1 unit
Reconditioned piston 




15 pcs
Fuel pump reconditioned 



1 unit
FO cleaner temp control valve (reconditioned) 
2 units
New Parts List
Turbo charger 




1 set
Turbo charger guide pipe 



2 pcs
Crank metal 





13 sets
Thick metal 





1 set
Fuel filter 





2 pcs
Lo cleaner 3 sides valve 



1 set
Clean water temp cont, valve ele. 6 pcs, valve 
3 pcs
Drive valve oil set
Expansion fitting 150A 



2 sets
                            200A 



1 set
                            250A 



1 set 
Scope Of Supply List
Generator body (7100ps x 750rpm 5000kw )

2 unit
No.2 generator shut down control    


1 unit
No.2 generator control unit 



1 unit
Synchronous control unit 



1 unit
Step down transformer 



1 set
Nox removing units meter 



1 set  (nox removing units not included)
Exhaust boiler control unit 



1 set
Duplication oil sub tank 7111 ltr 


2 units
Duplication oil pump 3.7kw 



2 units
Duplication oil cooling unit 



2 units
Duplication oil filter 




2 units
Duplication oil cleaner 7.5kw 



2 units
Banker a fuel supply tank    1949 ltr 


1 unit
Banker C fuel metering tank 1949ltr 


1 unit
Banker c fuel clean tank 5480 ltr 


1 unit
Banker c fuel cleaner 11kw 



2 units
Oil separator tank 1003 ltr 



1 unit
Oil separator feeding pump 0.75kw 


1 unit
HFO drain tank 1003 ltr 



1 unit
HFO drain pump 0.75kw 



2 units
HFO unit   





2 units
Bilge supply pump 0.75kw 



1 unit
Clean water-cooling table 



2 units
Starter air tank 500ltr 




2 units
Air compressor 5.5kw 



2 units
Exhaust boiler 




1 unit
Oily water treatment unit 



1 unit
 
Weights,  Dimensions and Required Container Data
Container Requirements:
3 x 40ft cont.  (Control units already loading in container and Kept in 40ft cont.) 3 BOP containers can ship from Tomakomai/ishikari wan Shinko/Hokkaido

+ Bulk cargo or flat luck and open top container.
Engines:
w 2.2 x h 2.8 x .l 8.5mtr abt. 45 ton x 2 (possible to ship By open top 40ft) x 2 over high) 
Generator 
w 2.2 x h 2.4 x l1.8    abt. 19 ton x 2 (possible to ship By open top 20ft) x 2 over high) 
Boiler
w3.1 x h2.8 x l 2.6 less than 5 ton (wide load truck) Over high 20ft) x 2. Boiler must be ship out from Yokohama Port. Transportation charge separate.
Engines, Generators and Boil must ship from Yokohama.
