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Complete (3 x 2875 kW at 50Hz, or 3450kW at 60Hz) Cat 3612 Diesel Generator Power Plant With Auxillaries
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We can offer 3 complete Cat Gensets as near New, Mint Condition, Low Hours.

Asking Price compldete with Aux (exworks);

USD $825,000 Each

Approx. Removal Costs: 


 USD $30,000 Each

Options of Spare Parts:

A large amount of spares, mostly consumables can  be delivered with engines at extra cost.

4 pcs 33,000 litre tanks 
Serious Clients are welcome to inspect and test run engines with the maintenance people at 

The hospital. Cost an inspection cost of $6500 including test running which will be refundable 

in case of purchase.

The Zahid Tractors in Saudi will do the decommissioning; our partner has talked with them today and Zahid want 5000SR deposit to make the offer for their work.

Delivery:

Dec  2006

New 1988

Installed 1990

Scope:

Diesel Engine

Quantity

3 pcs


Manuf. 

Caterpillar USA

Model 

3612 STD

Full Load

2875 kW at 50c/s, or 3450 kW at 60 c/s, 

Max altitude

1800 m

Cylinders

12

Speed 

750 rpm for 50 c/s or 900 rpm for 60 c/s 

Fuel now

Diesl
Starting system
Air

Starting pressure
18 bar or 250 psi

Weight

27 tons (Dry weight)

Alternator:

Make

Ahlstom

Type

PA125G125-100-8P

Voltage

13,800 Volt at 60 c/s and 11,500 Volt at 50 c/s

Power

3300 kW at 60c/s,  2750 kw at 50c/s 

Power factor

0.8

Ambient temp
55 C

Isolation class
F

Frequency

60 & 50 c/s

Weight 

13000 kg

Auxillaries systems:

Complete Med. Voltage Switch Gears

Syncronizing panel for upto 3 units

Complete Earthing system

Complete Cooling system

Complete Air Starting system0 includes two (2) pcs  CAT Engine w Compressors, black start.
Complete Exhaust system

Complete Auxiliary system

Complete DC system
Dimensions of electrical panels obtained from switchboard room:

General Auxiliary Panels

Control System Supplies

Height 2300 mm Width 1100 mm Depth 530 mm each piece

9 pieces connected in a row. Each piece can be separated.

Generator number Control Panel

Height 1840 mm width 760 mm Depth 640 mm  

6 pieces connected in a row.  Each piece can be separated.

Gen Protection Panel

Height 2100 mm width 1200 mm Depth 580 mm    (one piece)

Supply Fan & Exhaust Fan

Height 2030 mm width 780 mm depth 690 mm

6 pieces connected in a row. Each piece can be separated.
History:

Condition of Gensets is in very near New condition

Under Power on original foundation since new.

Total time since New
Working Hours  18635
Working Hours  18263
Working Hours  16594

Maintenance done by Qualifyed Engineers as required by OEM since New

Ready to be tested before shipment on foundation as installed New

Manuals and Part Books, maintenance records  available.


