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CFAS Enterprises Inc.
After Market Utility Power Equipment Brokerage

Mailto:Staff@CFASPower.com

Turbine URL: http://CFASPower.com/Inventory.html

Reciprocating URL: http://CFASPower.com/Recips.html

GTG_849MT_MirrBlkstn_HFO.doc

Two (2) Mirrlees Blackstone 4180KW60Hz Diesel/HFO Generators & Auxiliary Equipment
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Price: USD $425,000 each


Diesel Engine   


Serial No:


91-01-01, 91-04-01 (2 Sets)

Make:



Mirrlees Blackstone

            Engine No:


7044-1, 7044-2


Type:



K8 Major Mk


Fuel: 



Heavy Oil Or Diesel

            Speed:



600 rpm


Output: Power: 

4355kw


Quantities:


2 Sets

           Condition: 


Good

           Year: 



1991


Synchronous Generators

Maker: 



Brush


Type:



Salient Pole Alternator

Power Output:


5225kva (4180kw)


Volts Output:


11400v

Amps:



265a 


Phases/Hz:


3ph/60hz


Quantities:


2 Sets

            Condition: 


Good

            Year: 



1991


Oil-Water Separator

Maker:



Westfalia Separator


Type:



Osb35-02-066

          
Series No:


1688-161, 1685-494


Bowl R/M:


6540


Quantities:


2 Sets

            Condition: 


Good

            Year: 



1986


Oil-Water Separator

Maker:



Westfalia Separator

            Series No:


1700-864, 1694-790


Type:



Osa20-02-066, Osa20-36-066


Bowl R/M:


7480


Quantities:


2 Sets

            Condition: 


Good

           
Year: 



1990
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EBARA/CARRIER  ABSORPTION CHILLER
            Brand: 



CARRIER


Type:



Single-Effect


Model:



16JH 129S


Volts:



500 USRT


Quantity:


1 Set

            Year: 



1991


TRANE  ABSORPTION CHLLER

Brand:

 

TRANE


Type:



Two-Stage Absorption


Model:



ABTF-500


Coefficient of Performance:
1.17


Steam Ratio:


10.06 Lb/Ton-Hr

            Steam Pressure To M/C:
113.6 Psig


Volts:



3Ph/460V/60Hz


Refrigeration Tons:

410.63 Tons


Quantity:


1 Set

           Year: 2001


FIRE TUBE BOILER

Maker:



Dah¡‹Yung 


Type:



KS-40MB


Capacity:


400Kg/hr


Design Pressure:

10Kg/ Cm2


Quantity:


1 Set

           Year: 



1987


DE-NOX REACTOR
Includes:


Control Panel, Ammonia Tank, Reactor, Etc.


Quantity:


1 System,2 Lines,(Tank 1 Pc)

 No. 1  Genset

Total Running Hours            60,007   (Jun 18, 2004)

Last Times Main Maintenance    58,604   (May, 14, 2002)
No. 2  Genset

Total Running Hours            63,827   (Jun 18, 2004)

Last Times Main Maintenance    61,780   (Apr. 15, 2002)
Remarks:

         1) Per 6,000 Hours Should Be Done For Main Maintenance.

         2) Fuel Consumation: 0.241 L/Kwh (Heavy Oil)

         3) Condition: Can Be Working For Testing Anytime.
Location: Taiwan
